/
Lifting (Stationary)
With rated load on hook\

Set tilting correction to 0°/

Pick & Carry (Travelling)
With rated load on hook \

P60.10 Load Chart - Crane hook on carriage
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WARNING Load charts are different for each attachme

) 9.3m - Max cap. 6000 kg
8.8m Lifting Max cap. (de-rated mode) | 2990 kg
: Max cap. 5300 kg

8.1m \PICk & Carry Max cap. (de-rated mode) | 2990 kg

nt fitted to the telehandler. Please ensure the att

Load centre in the
hoisting hook

WARNING
Always operate
with the crane hook
perfectly level

On models
with I\_/I;CE_DC:

A K

0506 |Iml] 15

079187

Standard used AS1418.19

achment part number is as shown above.

Pick and Carry information
1. Travel speed with rated load 0.4 m/s (walking speed)

SAFE USE INFORMATION

Chart Number

2. Boom fully retracted and boom angle lower than 50°
Rated load no more than 300mm above the ground 080742
3. In-Service wind speed 10 m/s - 36 km/h i i .
o wax | 4 Ground conditions Tyre manufacturer Mitas Mitas Revision Date
Solid surfaces for both lifting and travelling. Tyre size 18-19.5 16PR MPT03/06 | 445/65 R22.5 169F ARO1
Slope ratings listed in diagrams on the left for both configurations. Tyre pressure 450 kPa (65 psi) 800 kPa (115 psi) [ Oct. 2013 )




